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Prime power is the nominal power an engine is capable of delivering with a variable load for an unlimited number of hours per year. This rating
conforms to ISO 3046 and SAI J1995.
Standby power is the nominal engine power available at varying load factors for up to 500 hours per year. This rating conforms to ISO 3046 and
SAE J1995. The calculated generator set rating range for standby applications is based on minimum engine power (nominal -5%) to provide
100% meet-or-exceed performance for assembled standby generator sets.
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CARB
EPA Interim Tier 4
EU Stage III A

# .0 +14 .214

Model 4024TF281
Number of cylinders 4
Displacement-- L (cu in) 2.4 (146)
Bore and Stroke-- mm (in) 86 x 105 (3.39 x 4.13)
Compression Ratio 20.5:1
Engine Type In-line, 4-Cycle

Aspiration Turbocharged
Length-- mm (in) 662 (26.1)
Width-- mm (in) 566 (22.3)
Height-- mm (in) 772 (30.4)
Weight, dry-- kg (lb) 251 (553)

Prime power at 60 Hz (1800) 32 kW (43 hp)
Standby power at 60 Hz (1800) 36.4 kW (49 hp)

Photographs may show non-standard equipment.

4024T Diesel Engine
PowerTechTM M

for Generator Set Applications



Diesel Engine4024T MTMPowerTech

for Generator Set Applications


